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CCPPTT--pprr oo  -  Powerful CPT graphing and interpretation software 

for Geotechnical Engineers 

 

CPT-pro is a multi-module program designed for 

complex analysis, interpretation and presentation of CPT 

soundings, and also for elaborating geotechnical 

documentation.  Methods of CPT sounding interpretation 

along with formulae and graphs have mostly been 

extracted, with the knowledge and consent of the authors, 

directly from the monograph of:  

Lunne, T., Robertson P.K. and Powell J.J.M. 

Cone Penetration Testing in Geotechnical Practice. 

Published by Blackie Academic & Professional. 1997.  

CPT-pro consists currently of seven modules: 

1. CPT Explorer  

2. Interpretation  

3. Cross Section 

4. Map (with CAD graphics)  

5. VANE  

6. Data Editor   

7. SCPT 

. 

 

 

CPT Explorer  module is 

designed for managing 

CPT data, containing: 

- Browser with directory 

tree 

- Map Project structure 

(tools and tree) 

- Thumbnails with charts 

of selected parameter 

- Header info with full 

selection of text 

- Quick zoom   

 

 

 

 

 

CPT Explorer window 
 

 

Main features and options of Interpretation module : 
 

Á Creation of sounding sheets with basic 

parameters and results of interpretation 

Á Import CPT data of many different formats, 

including exchange formats AGS and GEF  

Á Conversion to Exchange formats AGS and GEF 

Á Analysis and correction of sounding results 

Á Classification and evaluation of soil parameters 

Á Interpretation and presentation of sounding 

results 

Á Text reports 

Á Presentation of open pipe piezometers 

Á Export charts to DXF and DWG format 
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Sounding log with 

result of 

classification on 

Robertsonôs chart. 

 

For each depth 

selected with 

crosshair  cursor, the 

values of parameters 

and position on 

Robertsonôs diagram 

are presented. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Sounding log with piezometers linked to CPT 

test. Each piezometer has presented length (in 

test scale), location of filter and water level. 
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Formula Editor  
An add-on powerful Formula Editor 

allows user defined interpretation 

functions. Most of mathematical 

functions available.

 
 

 

 

 

Manual filtering of CPT data.  
Removing unreliable measurements. 

 

 

 

 

 

 

 

 

Evaluations  

implemented in Interpretation module. 

Next ones in preparation. 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

  


